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Professional RestorationSeries

Step1- PRSWater DamagePreClean
XactimateCode: WTR-GRMBIO

Standingcategory3(blackwater)/heavyload: Apply2
gallonsPRSPreCleanper 400sq. ft per onefoot depth.
(1gallon/1500gallonsof blackwater)
(3.8 litres/5700litres).
Standingcategory3(blackwater)/moderateload: Apply
1gallon(3.8 litres)PRSPreCleanper 400sq. ft per onefoot depth
(or 1gallon/3000gallonsof blackwater)
(3.8 litres/11,400litres).
Driedor Moist Load: Dilute1gallon(3.8 litres)PRSPreCleanwith
at least 1gallon(3.8 litres)of water. For example, fill a2gallon
pumpupsprayer with1gallonof product andat least 1gallon
(3.8 litres)of water. Applyuntil containedareaisvisiblywet. Reap-
plyasrequiredtomaintainvisiblewetness. Dependingon
thesurfaceanddryingconditions, a2gallonpumpupsprayer
will cover 1000squarefeet.
Performphysical cleanupasper IICRCS-500guidelines.
Extract residual, removecontents, carpetsetc. dependingon
classof contamination. Clean/pressurecleanall surfacesand
thenapplyPRSWater DamagePost Cleanasper guidelines.
Start your dryingprocessassoonaspossible.

Recommended Procedures fo r Wate r Damage

Step2- PRSWater DamagePostClean
XactimateCode: WTR-GRMBIO

Dilute1gallon(3.8 litres)PRSPostCleanwithat least 1gallon(3.8
litres)of water. For example, fill a2gallonpumpupsprayer with
1gallonof PRSPost Cleantoat least 1gallon(3.8 litres)of water.
Thoroughlywet all previouslycontaminatedareaswithdilutedPRS
PostCleanat arateof 1gallon(3.8 litres) to500squarefeet.
Pleaseuseexistingmoisturetoallowgreatest penetrationand
digestionof anyorganicloadmissedduringthephysical cleaning
stage, including loadnot accessibletoconventional restoration
methods(insidecinder blocks, wood, under sill plates, etc.)

Step3- PRSRTUBotanical Disinfectant
XactimateCode: WTR-GRMB

Roughly48hourslater, whendryingprocessiscompleteor near
complete, anddryingequipment isbeingpickedup
applyPRSRTUBotanical Disinfectant cleaner or
EnviroCareNeutralDisinfectant usingpumpupsprayer.
Wet all surfacesfor 10minutescontact timetoensure
completedisinfection. Refer to label for completeinstructions
andefficacy.

To learn about our Professional Restoration
Seriespleasecall 1.800.836.1633or visit

usat www.rochestermidland.com

Thefirst fullytrainedstaff on-siteshouldapplyPRSWater DamagePreCleantothecontaminatedareaper guidelinesbelow. Product quantitiesrequired
mayvarybasedontemperatureandsoil load. Areamust remainvisiblywet for 10-20minutesfor completeodor control. Soil degradationbeginsafter
10-20minutes. Thelonger theareahaswet contact timethegreater thesoil degradationandthegreater thepenetration.
Temperatureisrequiredtobebetween50-122°F(10-50°C). Performanceisbest betweenroomtemperatureand104°F(40°C). Ensureareaisnot
contaminatedwithdisinfectant, chlorineor oxidizingagentswhichmight de-activatethePRSproducts.
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