
TELESHOWER
Collapsible Decontamination Shower

FEATURES & BENEFITS

• Corrosion-resistant

• Marine Alloy Aluminum

• Two carrying handles for easy portablilty

• Reinforced ćoor is hinged for Ćlter access and cleaning

• 100Micron Ćlter bag

• Hot and Cold water controls with Ćxed shower head

• Drain Ćtting for connection to pump unit or building drain

S5000ET
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TECHNICAL SPECIFICATIONS
DESCRIPTION UNIT S5000ET

Net Weight lbs. (kg) 78 (35.38)

Extended Dimensions (L x W x H) in (cm) 33.5 x 29.5 x 83 (85.09 x 74.93 x 210.82)

Collapsed Dimensions (L x W x H) in (cm) 33.5 x 29.5 x 50.5 (85.09 x 74.93 x 128.27)

Door Opening (W x H) in (cm) 30 x 72.5 (76.2 x 184.15)

Filter - 100 Micron ïlter bag

Speciïcations and details are subject to change without prior notice.

An industry-leading stand-alone solution for portable sanitization.

The decontamination shower system, Teleshower, is the industry’s leading stand-alone solution, offering quick
setup, privacy, and thorough hazardous materials decontamination.
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DISASTER RESTORATION

ABATEMENT & REMEDIATION

CRITICAL ENVIRONMENT PROTECTION

THE S5000ET IS BEST SUITED FOR:

THIS SHOWER IS DESIGNED TO BE USED IN CONJUNCTION WITH
THE S5300 PUMP AND FILTRATION UNIT

• Filters water for effective decontamination

• High performance pump

Formore information visit our website.


