
HEPA-AIRE®PORTABLEAIRSCRUBBER
Lightweight andCompact

FEATURES& BENEFITS
• Variable speed airćow,with maximum rated airćow ashigh as750 cfm
• Anodized aluminum cabinet is lightweight and resistant to corrosion and

scratching
• Mult iple unitsnest securely together, to save spacewhen stacked in a

warehouse,avan,or in useon the job
• Up toĆvePAS750 unitscan be safely daisy-chained on one15-amp

circuit
• Easy-openingswingout hinged door with asecure cam latch and agasket

to protect against Ćlter by-pass
• ThePAS750 hasbeen independantly tested and cert iĆed in accordance

with applicableULand CSA safety requirements

PAS750
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TECHNICALSPECIFICATIONS
DESCRIPTION UNIT PAS750
NetWeight lbs. (kg) 33.5(15.20)
Dimensions(LxWxH) in.(cm) 23.75x18x17.5(60.325x45.72x44.45)
ElectricalRating V,Hz,A 120VAC,60Hz,15A
Airðow,max.withcleanï lters CFM Variable,200-750
NormalOperatingAmps amps 1.9or less
MotorizedImpeller - 225watt,autoreset,60Hz,singlephase
SoundLevel@5Feet dBA 62-67onhighspeed,readingtakenat 5’
HEPAFilterEí ciency - 99.97%@0.3microns
CabinetMaterial - Anodizedaluminum
Preï lterAccess - Hinged“notools”accessdoor
First StagePreï lter 1ea. F621,1”deepcoarseparticulate
SecondStagePreï lter 1ea. H502,2”deeppleatedparticulate
OptionalSecondStage 1ea. VL1002,2”deephighcapacitycarbon
HEPAFilter 1ea. H161606-99
Speciï cationsanddetailsaresubject tochangewithout prior notice.

Note:Airðowratingsestimatesarebasedonfactoryandindependent testing@120VACwithanair straightener
andatraverseof readingstakenwithacomputingvane-anemometer.Actual resultsmayvaryfor variousreasons,
includingmotor andblowerandHEPAï lter tolerances.Factorssuchasï lter loading,reducedvoltagetothemotor,
andinlet andoutlet ductingwill reduceairðow.Usetheseratingsasageneral guidelineonly.

Daisy-Chainfor MoreCleaningPower
Up to five PAS750 units can be daisy-chained to produce up to 3,750 cfm on a single 15 amp circuit . That gives
you the flexibilit y to add unit s according to the requirements of the job.
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